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1.6. IMPORTANT MARKINGS ON THE AIRCRAFT

Text Text location

FUEL 100 LL 60L 16 US GALS

CAUTION Main tanks filling caps (both wings)
DON'T OPEN THE CAP WHEN THE FUEL IN

AUXILIARY TANKS
FUEL 100 LL 55L 14,5US GALS

CAUTION Wing tip tanks filling caps (both wings)

EMPTY FOR ACROBATIC

OIL 8 LITERS Door on the right engine cowl

DON'T PUSH HERE Ailerons and wing flaps upper side

DON'T STEP HERE Leading edge at wings root, wing flaps at fuselage
DON'T LIFT HERE Stabilizer, Wing tips

- down, behind firewall
- below tail fin (behind bulkhead No. 4)

External source socket on the left side of the
fuselage

SUPPORT HERE Fuselage:

28V, 150 A

AERO SHELL FLUID 4
FILL 400 * 10 kPa 58 *2 psi

OPERATION 400 *10 kPa 58 *2 psi
- 40 -4

Nose wheel shock absorber

TIRE (BARUM) 550 4 10 kPa 36 + 2 psi

Nose wheel fairin
TIRE 180 + 10kPa 26 + 2 psi g

(GOODYEAR)
FILL BRAKES WITH AEROSHELL FLUID 41 Main landing gear leg
TIRE 190 £ 10kPa 27 + 2 psi Main wheels fairings

CONNECT GROUNDING CABLE FROM THE

FUEL UNIT HERE At filler caps of all fuel tanks

At quick drain valves of the fuel tanks on the

QUICK DRAIN VALVE bottom side of the wings

At the fuselage bottom cover, close to the fuel

MAIN DRAIN VALVE .
drain valve

STATIC VENT KEEP CLEAN The left and the right side of the fuselage rear part

Fuselage right side behind the cabin, marks ELT
location, if installed

ELT HERE
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Fig. 2-18 Cockpit General Dimensions (informative)

~ 0,28 m*®
f ] /”\
= 2
P
0‘02“0,93,,, a., . 0,58 m Cabin legth 1,13m
m \lr Length of baggage compartment

behind the pilot’s seats 0,9m

Fig. 2-19 Canopy Emergency Release

(2.40 1}

A - Direction of lever motion to release the canopy during an emergency
B - Push upward as shown for emergency release

1 - Canopy emergency release lever

2 - Canopy slide suspensions

3 - Handle with the lock for canopy opening

4 - Crash axe installation (items 5, 6, 7, 8)

5 - Crash axe holder (on sliding canopy frame)

6 - Crash axe

7 - Crash axe cover

8 - Saddlery thread with seal (subsection 6.2.2, point 6)
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Item Maintenance checks List of scheduled inspections
Performed
F25 | F50 [ 50 100 | s.. Note by
(1Y) | (hour)

Electrical system

Battery:

a) primary battery: check of electrolyte quantity and density, o] 1Y | (54)
battery maintenance (capacitance check after 1 year).

b) emergency battery: function check, capacitance check after o |1y | (49
1 year. (45)

El. conductors:

a) conductors attachment.

b) condition of insulation or screening, damage conductors.
Plugs: locking, corrosion, damage.

El. bonding and static dischargers: replace damaged or
abnormal corroded ones.

Lighting: function check.
Fuses: replace faulty fuses, complete fuses set - if necessary. 0

(46)
(47)

O O O O

o

(48)

Communication and navigation equipment
(instructions of the equipment manufacturer must be
observed).

Antennas: damage, attachment, corrosion. 0
Transceiver(s):

a) general condition, damage

b) function: connection with station on ground and during flight
(during COM/NAYV system check)

¢) ground measurement on simulators (it is necessary to follow o
instructions of the manufacturer of this equipment and perform
measurements in accordance with regulations of the country
where the aircraft is operated )

Avionics (if installed):
a) ground measurement on simulators 0 (49)
b) in-flight function test
ELT emergency locator (if installed): (50)
a) check function acc. to manufacturer instruction o)
b) battery service life check o
SANDELL SN-3308 navigation system (if installed): replace 200
projection lamp

9. [ FINAL WORKS

Check and readability of placards and markings in the cockpit o]
and upon the surface of aircraft.

Grease the airplane systems acc. to Plan of greasing (sect. 0
4.17 MM 1).

Check of aircraft to detect foreign objects, lost tools etc. o]
Shut access and inspection port doors and install all before o]
removed covers and lids.

Make engine test (acc. to record mentioned in MM Il Z 242 L, o]

Chapter 6, Directive 6.905).
After engine test check the tightness of fuel and oil systems.
Make all the required entries into the pertinent logbooks.
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