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GENERAL 
The external placards and markings are issued in section 11-20-00. 

The placards in airplane cockpit and upon firewall are in section 11-30-00. 
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EXTERNAL PLACARDS AND MARKINGS 
1) The markings at the refueling ports upon wing upper side 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

2) Markings at outboard refueling port caps upon upper wing 
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3) Marking upon port and starboard fwd side of wing center section 

DON´T STEP HERE 
4) Marking upon upper side of aileron and flaps 

DON´T PUSH HERE 
5) Marking upon horizontal stabilizer and wing tips 

DON´T LIFT HERE 
6) Markings upon fuselage bottom behind firewall and rear fuselage section (under bulkhead No. 4) 

SUPPORT HERE 
7) Markings at nose and landing gear 

 TIRE BARUM 
 250 10 kPa (36 2 P.S.I.) 

 or 

 TIRE GOODYEAR 
 250 10 kPa (36 2 P.S.I.) 
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8) Marking upon nose landing gear shock absorber 

       AERO SHELL FLUID 4 
    FILL 400

+10
 kPa (58

+2
 P.S.I.) 

 OPERATION 400     kPa (58    P.S.I.) 
9) Markings upon main landing gear legs 

         FILL THE BRAKES WITH  
           AERO SHELL FLUID 4 
10) Markings at tank drain valves upon the wing bottom 

 QUICK DRAIN VALVE 
11) Marking at fuel system drain valve upon fuselage bottom 

 MAIN DRAIN VALVE 
12) Marking at oil filler cap upon upper side of engine cover 

 OIL12 LITRES 
13) Markings at grouding pins near fuel tank filling caps 

       CONNECT GROUDING 
          CABLE FROM THE 
          FUEL UNIT HERE 
14) Marking at static pressure probes upon rear fuselage section 

 STATIC VENT 
 KEEP CLEAN 
15) Marking upon access port door of receptable of ground power unit 

   28 V 
 150 A 
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16) Marking at ELT upon starboard side of fuselage - optional 

 ELT HERE 

 

 

17) Marking at external control lever of sliding cockpit canopy 

 OPEN CLOSED 

 

18) Placard near the first aid kit upon port side of fuselage 

 

 

 

 

 

 

 

 

19) Placard upon bottom tube of towing gear (if installed) 

 a) towing gear acc. to Drraw. No. Z143.8400 or Draw. No. L143.8410 

   TOWLINE MUST BE PROVIDED WITH 4,9 kN (1100 lbf) WEAK-LINK,  
      IF MAXIMUM TOWLINE STRENGHT EXCEEDS 4,9 kN (1100 lbf). 

 

 

 b) towing gear TOST FEUERSTEIN system acc. to Draw. No. L143.8700 

   TOWLINE MUST BE PROVIDED WITH 750  75 daN (1685  165 lbf) WEAK-LINK,  
    IF MAXIMUM TOWLINE STRENGTH EXCEEDS 825 daN (1850 lbf). 
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INTERNAL PLACARDS 
1) Placards upon instrument panels: 

a) Placards in pilot’s sight of view: 
 

 SMOKING PROHIBITED 
 
 FLIGHT INTO KNOWN ICING CONDITIONS IS PROHIBITED 
 
 

   UTILITY MANEUVRES WITH FUEL IN AUXILIARY 
       TANKS PROHIBITED 
 
 

  VFR DAY  VFR NIGHT         IFR 
 
Placard at ELT remote control upon left side of instrument panel - optional: 

      FOR AVIATION EMERGENCY USE ONLY 
    UNAUTHORIZED OPERATION PROFIBITED 

 

c) Placard near the quadruple engine indicator in right instrument panel - only Z 143L aircraft: 

         KEEP CARB. TEMP. NEEDLE OUT OF YELLOW ARC 
      DURING POSSIBLE CARBURETOR ICING CONDITIONS 

 

d) Placard in left instrument panel - if GPS not certified for IFR is installed: 

   GPS LIMITED TO VFR 
           USE ONLY 

 
Placard at stand - by switches if installed to right instrument panel: 

 EMERGENCY SWITCH 
  COMM 1     ADF/NAV 

 

f) Placard at static pressure valve in left instrument panel: 
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IC OFF FOR 

 TRANSMITTION 

g) Placard at the static pressure adjusting screw of alternate static pressure in left instrument panel: 

  ALT. STAT. 
   ADJUST. 

 

h) Placard in left instrument panel at turn-and-bank operation annunciator indicating stand-by 
feeding of instrument: 

   EMERG. 
  SOURCE 
 

 i) Placard at Ext. GPS - if installed: 

   EXT. GPS 
   28V/2A MAX. 
 

 j) Placards at Intercom switch - if installed: 

 

 

 

2) Placards above instruments panels: 

a) Placard above instruments panel at POINTER 3000 ELT - optional: 

        E L T 
    For aviation emergency 
      use only. Unlicensed 
        operation unlawful. 
      Operation in violation  
     of FCC rules subject to 
            fine or license 
               revocation 

 

b) Placard at annunciator check push button in middle instrument panel: 

  SIGNALLING 
      CHECK 

 

3) Placards under left instrument panel: 

a) Placard at manual fuel primer - if installed: 

        PRIMER 
 

b) Placard at ESSEX manual primer - optional: 

          WARNING 
  PRIMING PUMP MUST BE 
    IN SECURED POSITION 
 

c) Placard upon the latch of manual control lock: 

 

 

 

 

 

 

 

 

EFFECTIVITY: All  
page 11 - 8 
2011-02-02 11-30-00 

          ON 
 
 
      AUTO 
 
 

    RESET 

IC 



Z 143 L - Z 143 LSi 
AIRPLANE MAINTENANCE MANUAL 

4) Placard under the instrument panel: 

a) Placard under the instrument panel if strobe lights are installed: 

                    WARNING 
 TURN OFF STROBE LIGHTS WHEN TAXING IN 
 VICINITY OF OTHER AIRCRAFT OR DURING 
 FLIGHT THROUGH CLOUD, FOGOR HAZE. 

 STANDARD POSITION LIGHTS TO BE ON FOR 
 ALL NIGHT OPERATIONS. 

 

b) Placards at individual control elements: 

         TROTTLE 
       PUSH    MAX 
 

 PROPELLER SPEED 
       PUSH    MAX 
 

          MIXTURE 
       PUSH    RICH 
 

      CARB   HEAT.              - Z 143 L airplane only 
       PULL    HOT 
 

   PARKING   BRAKE 
          PULL    ON 
 

c) Placards at cockpit air venting and heating: 

  VENTILATION  -  PULL 
     HEATING  -  TURN 

 

 

 

 
 

d) Placard at magneto switch: 

 

 

 

 

 

 

 

e) Placard at electric master switch 

 MASTER   ON 
 SWITCH 

 

EFFECTIVITY: All 
 
 

page 11 - 9 
2011-02-02 11-30-00 



Z 143 L - Z 143 LSi 
AIRPLANE MAINTENANCE MANUAL 

f) Placard at COMM/NAV 1 and COMM/NAV 2 switches: 

 

 COMM/ COMM/ 
  NAV 1  NAV 2 

 

g)  Placard at circuit breakers up to S/N 0045 including: 

 
 

 

 
 

 

 
 

 

 
 

 

Except those above following placards may be used (up to S/N 0045 including): 

 
 

 
 

 Placard at circuit breakers from S/N 0046 including: 

 

 

 

 

 

 Except those above following placards may be used (from S/N 0046 including): 

 

 NOTE 

 Actual contents and location of placards at circuit breakers depends upon actual airplane 
 equipment. 
 

h) Placard at pressure gauge of main wing flange plate spar up to S/N 0045 including: 

         SPAR FLANGE 
     PRESSURE CHECK 
    NITROGEN FILLED 

Placard from S/N 0046 including is at the panel between fwd seats. 
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i) Placard at instrument dimming control: 

 INSTRUMENT LIGHTING DENSITY 

 

 

 j) Placard under the instrument panel - if towing gear installed: 

          TOWLINE 
       RETRACTION 

5)  Placards at the panel between fwd seats: 

a) Placard upon the cover between fwd seats - on left side: 

 BEFORE REMOVING PANEL 
    DISCONNECT BATTERY 

 

b) Placard at trimming controls: 

 Pitch trim 

 

 

 

 

 Rudder trim 

 

 

 

 

c)  Placard at flap control lever: 

        FLAPS     FLAPS     FLAPS 
  RETRACTED TAKE - OFF   LANDING 

 
d) Placard at fuel control valve up to S/N 0045 including: 
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from S/N 0046 including: 

 

 

 

 

 

 

 

 

 

 

 

 

  or (airplane registered in USA up to S/N 0045 including): 

 

 

 

 

 

 

 

 

 

 

 

 

  (airplane registered in USA from S/N 0046 including) 
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  (airplane registered in GFR from S/N 0046 including) 
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e) Placards at switches: 

 
 

 

 
 

 

 

   ON OFF 
 

 NOTE 

 Strobe lights are optional (placard STROBE LIGHTS). 
 

f) Placards at fuses - airplane registered in GFR - upon right cover between fwd seats: 

 VERG.TEMP.   KRAFTST.DR.    ÖLTEMP.  ÖLDRUCK 
         1 A            1 A      1 A       1 A  

 

g) Placard at headset jack: 

   HEADPHONES 

 

6)  Placards in aft cockpit section: 

a) Placard upon first aid kit between aft seats: 

 

 

 

 

 

 

 

 

b) Placard in upper and lower cargo bays upon the wall and access door: 

        UTILITY MANEUVRES PROHIBITED WITH 
                    ANYTHING ON THIS SHELF 
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c) Placard in cargo bay upon the access door 

 

 

 

 

 

 

 

 

 

 

d) Manufacturer label (original up to S/N 30.6.2009) (upon left floor of upper cargo bay) 

 

 

 

 

 
 
 

Manufacturer label (new from 1.7.2009) (upon left floor of upper cargo bay) 
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7) Placards upon sliding cockpit canopy 

a) Placard in pilot´s of view 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
 or (applicable for airplanes registred in GFR only) 
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b) Placard at hammer upon the frame of cockpit canopy: 

                        
 

c) Placard at the levers of emergency canopy jettisoning: 

 

 

 

 

 

 

 

 

 

 

 

 

 

d) Placards at the levers of emergency canopy jettisoning: 

 

 

 

 

 

 

e) Placard at the canopy lock lever upon the left side of canopy: 

    CANOPY LOCK 

 

f) Placard at interval lever of cockpit canopy upon upper part of canopy: 

       OPEN    CLOSED 

 

8) Placards upon firewall: 

a) Placards at individual bushings upon firewall in engine compartment: 

  MANIFOLD PRESSURE              TROTTLE        MIXTURE      PROPELLER 

 

      CARB. HEAT 

     - if fuel primer is installed - only for Z 143L 

 PRIMER  
 

 

 

EFFECTIVITY: All 
 
 

page 11 - 17 
2011-02-02 11-30-00 

CRASH AXE 



Z 143 L - Z 143 LSi 
AIRPLANE MAINTENANCE MANUAL 
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