
P/N, size, standard Name
Number       

for 1 A/C
Note

L242.6300 Engine mount 1 pce

L242.3100B Stabilizer 1 pce

Z42.2181  **) Vertical pin 2 pcs or Z42.2182, Z42.2183, Z42.2184, Z42.2185 *)

Z42.2191  **) Horizontal pin 2 pcs or Z42.2192, Z42.2193, Z42.2194, Z42.2195 *)

Z42.2100-00.22  **) Pin 2 pcs or Z42.2100-00.23, Z42.2100-00.24, Z42.2100-00.25, Z42.2100-00.28 *)

Z42.1300-00.11 Main clamping bolt 4 pcs

Z42.1300-00.14B  Spheric washer 4 pcs

Z42.1300-00.16 Nut 4 pcs

Z42.1300-00.25D Lock washer 4 pcs

13 ČSN 02 1751.04 Lock washer 4 pcs

L242.1370 Stabilizer support L.H. 1 pce

L242.1380 Stabilizer support R.H. 1 pce

Z42.1300-00.12 Rear clamping bolt 2 pcs or Z42.1300-00.52, Z42.1300-00.53, Z42.1300-00.54, Z42.1300-00.55 *)

M10x1 ČSN 02 1402.44 Nut 2 pcs

L242.3100-00.10 Rear bolt of the hinge 2 pcs or L242.3100-00.43, L242.3100-00.44, L242.3100-00.45, L242.3100-00.46 *)

M10x1 ČSN 02 1401.44 Nut 4 pcs

10,2 ONL 3288.1 Lock washer 4 pcs

Z42.3100-00.11 Front bolt of the hinge 2 pcs or Z42.3100-00.47, Z42.3100-00.48, Z42.3100-00.49, Z42.3100-00.50 *)

Z42.3100-00.14 Lock washer 2 pcs

L242.3100-00.17 Front washer 2 pcs

L242.3100-00.18 Rear washer 2 pcs

Z42.3500-00.15 Washer 2 pcs

Z42.3500-00.16 Washer 2 pcs

308/III Pressure gauge 1 pce

                        List of parts that shall be replaced together with the wings on the Z242L aircraft

*)  according to precisely measured hole diameter

**)  a part of L242.2100/.2200 wing 
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